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the Solution!
Improves dough yield with the circular motion 

of the Burford® Orbital Pan Shaker
• Simple adjustments
• Labor savings
• User friendly controls
• Easy pan setup
• PLC controlled
• AC drive
• Quick connect setup

Achieve consistent, high quality and accurately placed buns 
with one machine.

Dough correction is obtained easily with the adjustable 578 
controller and, with properly sized & spaced pans the Orbital 
Shaker is capable of shaking up to 25 pans per minute.

Model 578 shown with
optional conveyor
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electRical:
 110 vOLT, 60hz, 1 PhASE, 9 AMPS
aiR RequiReMentS:
 60 PSI MInIMUM, 80 PSI MAxIMUM
 @.436 CU. FT. FrEE AIr PEr MIn.

ORbital Pan ShakeR with Stand
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SPecificatiOnS
ELECTRICAL:

 115 vOLT, 60Hz, 1 PHASE (STD)

 9 AMPS

DRIvE MOTOR:

 1/4 HP A.C. vAR SPEED

AIR REQUIREMENTS:

 60 PSI MINIMUM, 80 PSI MAxIMUM

 @.436 CU. fT. fREE AIR PER MIN.

features
• Dual shaker up to 34 pans per minute*
• Single shaker up to 25 pans per minute*
• Simple menu based adjustment
• variable speed motor drive
• Integrates existing conveyor

Options
• High speed dual shaker
• Special conveyors
• Alternate electrical specification

* Depending on pan spacing and pan size

Options
• Dual Shaker (up to 34 pans per minute)
• Optional conveyor with self centering guides
• Pan Metering System

ORbital Pan ShakeR with Stand
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SPecificatiOnS
ELECTRICAL:

 115 vOLT, 60Hz, 1 PHASE (STD)

 9 AMPS

DRIvE MOTOR:

 1/4 HP A.C. vAR SPEED

AIR REQUIREMENTS:

 60 PSI MINIMUM, 80 PSI MAxIMUM

 @.436 CU. fT. fREE AIR PER MIN.

features
• Dual shaker up to 34 pans per minute*
• Single shaker up to 25 pans per minute*
• Simple menu based adjustment
• variable speed motor drive
• Integrates existing conveyor

Options
• High speed dual shaker
• Special conveyors
• Alternate electrical specification

* Depending on pan spacing and pan size

SPecificatiOnS


